K2-0.721 Series for 1.27mm [50mil] Pitch

K2-0.72 Series Plunger Tip Styles

Pin Length: 22.8mm [0.898inch.]
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K2=0.72 Il AH=4.5M-4
Plunger Material: SK (Steel)
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K2=0.72 Il C=4.5M1.0-1
Plunger Material: SK (Steel)
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K2=0.72 Il CH=4.5M1.0=4
Plunger Material: SK (Steel)

K2-0.72 Il CR=4.5M1.0-3
Plunger Material: SK (Steel)
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K2=0.72 Il F=4.5M=5
Plunger Material: SK (Steel)

K2=0.72 Il G=4.5M1.0=2
Plunger Material: SK (Steel)
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K2=0.72 I H=4.5M=4

Plunger Material: SK (Steel)

K2-0.72 T LC-4.5M1.0-1

Plunger Material: BeCu

K2=0.72 I U=4.5M1.0-4
Plunger Material: SK (Steel)

0000000000 Spring Pin Specifications

0000000 Operating Travel

2,00 0 [0.079 inch]

0O Spring Force at Operating Travel

80gf [2.8202]

0000 Initial Force

33gf [1.160z]

0000000 MaxTravel

3.0mm [0.118 inch]

000000000 LifeSpan at Operating Travel

10001 0 0 1,000K Cycles)

000 Resistance (Typ.) 50mQ
0000000 CurrentRating (Typ.) 44A
0000 Operating Temp. 0450 01250
Material/Finish
Plunger SK (Steel) or BeCu / Au
Barrel Phosphor Bronze / Au
Spring Music Wire / Au

Unit: mm [inch]

Spring Pin Receptacle
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000000 00 0O Receptacle

K2-0.725-1

(000000 /No Terminationd

K2-0.725-1-U
(VIVE—Hv 714/ with Solder Cup)

K2-0.725-3

(000000 /No Terminationd

K2-0.725-3-1-U
(VIVE—Hv 714/ with Solder Cup)

;¥ 7

00000000 O Receptacle Specifications

Material/Finish Brass / Au

OAll specifications are subject to change without notice.
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